
PROVIDING SEALES LEAD ACID BATTERY FOR SOLAR ENERGY

SOLAR BATTERIES



151±1mm (5.94 inches)

 65±1mm (2.56 inches)

 93.5±1mm (3.68 inches)

 99±1mm (3.90 inches)
2.52 Kg (5.56 Ibs)

T2

(20hr,0.450A,1.75V/cell)
(10hr,0.851A,1.75V/cell)

(5hr,1.55A,1.75V/cell)
(3hr,2.30A,1.75V/cell)

 (1hr,5.98A,1.60V/cell)

9.00 Ah
8.51 Ah
7.75 Ah
6.90 Ah
5.98 Ah

108A 

Approx. 20mΩ

0 025±3 C (77±5 F)

o o 40 C  (104 F)
o o 25 C  ( 77 F)

o o 0 C    ( 32 F)

Layout

Specifications

SRG20012V9AH(12V9Ah)

1.85V/cell

1.80V/cell

1.75V/cell

1.70V/cell

1.67V/cell

1.60V/cell

0.7320.8941.311.571.992.663.324.495.627.7510.413.416.524.8

0.7810.9581.411.702.152.893.634.976.288.7612.015.519.528.9

0.7930.9751.441.742.212.983.755.166.549.1612.616.420.931.6

0.8060.9921.481.782.273.073.885.356.799.5613.317.422.334.2

0.8131.001.501.812.313.133.955.466.949.8013.617.923.235.7

0.8301.031.541.872.393.264.135.727.2910.314.519.225.139.4

1.85V/cell

1.80V/cell

1.75V/cell

1.70V/cell

1.67V/cell

1.60V/cell

1.451.772.583.093.905.196.478.7310.915.020.126.631.747.3

1.541.892.773.324.205.627.049.6012.116.822.930.537.054.5

1.571.922.833.394.305.767.239.8812.517.423.832.939.258.7

1.591.952.883.474.405.917.4310.212.918.024.834.341.362.7

1.601.972.913.514.455.997.5410.313.118.425.335.042.564.9

1.632.012.993.604.596.207.8110.713.619.226.636.945.570.7

12V 

 5min     10min    15min    20min    30min    45min       1h          1.5h         2h           3h           4h           5h           8h          10h    F.V/Time

 5min     10min    15min    20min    30min    45min       1h          1.5h         2h           3h           4h           5h           8h          10h    F.V/Time

VOLTINGER SOLAR Battery

o
Max.Charging Current(25 C)

oCharge voltage(25 C)

Nominal Operating Temp. Range

Effect of temp. to Capacity

o
Internal Resistance (25 C) 

Nominal capacity: 9ah

Approx. Weight

Rated Voltage

o
Rated Capacity (25 C) 

0 0Constant Current Discharge (Amperes) at 25 C (77 F )

0 0Constant Power Discharge (Watts/cell) at 25 C (77 F )

Discharge   

      Charge

    Storage

           

           

            

o≤3%/month @ 25 C

106%

100%

86%

           

           

-4

C (-

-20

0 0
-20～ 455 ～131 F)

0 0～40 C ( ～104 F)
0 0

-15～50 C (5～122 F)

2.00A

Float

Equalization

Temp. Coefficient
           

     2.25 ~2.30V/cell

           

           

2.30~2.40V/cell

o           -3mV/cell/ C
o           -4mV/cell/ C

Charge voltage

 ABS: UL 94 HB or V-0

direct
Stamp

direct
Stamp



• Solar Energy system
• Renewable energy

Applications General Features 

• Wind power system
• of-grid projects
• Electric Power System (EPS

SRG20012V9AH(12V9Ah)

VOLTINGER SOLAR Battery
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Discharge Characteristics
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Temperature Effects in Relation to Battery Capacity
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Sales Offices Worldwide

5th Floor, Xinbaohui Bldg., Nanhai Blvd., 
Nanshan, Shenzhen, China. 518052

Tel: +86-755-86036060 (65 lines)

Fax: +86-755-26067269 

E-mail:export@leoch.com

China Sales/factory
Oruç Reis Mahallesi Giyim Kent 7. Sokak B 80 Blok 

No:60 A, 34235 Esenler/İstanbul, Turkey
 +90 212 438 31 77 

sales@voltinger.com

Middle East and Turkey

Standards 

Lot 13338 & 2493, Jalan 

Sukepi, Kawasan 

Perindustrian Jenjarom, 
42600 Jenjarom, Kuala 

Langat, Selangor, Malaysia 

+60 3-3191 6133

Malaysia Factory

© 2022
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Publication No.:SRG20012V9AH-PD-EN-V1.4-202204

• Manufactured in Leoch®IATF16949,

• Classified as “General Purpose” according to 
   Eurobat

• CE, UL, IEC Certified 
  
 
   ISO 45001,ISO 9001 and ISO 14001
   certified production facilities

• IEC 60896-21, IEC 60896-22

 
  
 

• Battery design life up to 8 years

• Special plate design guarantees battery
 floating life more than 4000 times

• High thermal capacity reduce the risk of
 thermal out of control and drying hard, and
 the battery can be used in bad environment

• Advanced GEL and higher technology for So-
lar application

Float Charging Characteristics

Effect of Temperature on Long Term Float Life
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Singapore Sales Office

No. 1 Tech Park Crescent, Singapore 638131

Tel: +65 68636078

Fax: +65 6863 6079
Email: sales.sg@Leoch.com
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